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DECLARATION OF CONFORMITY 
 
 
 
Manufacturer:     Dalseide Shipping Services AS 
      N-5397 BEKKJARVIK 

NORWAY 
 
The authorised representative  
In the EEA:     Dalseide Shipping Services N.V. 
      Samberstraat 48-50 
      B-2060 ANTWERP 
      BELGIUM 
 
Hereby declares that the  
Products specified:  Rustibus® de-scaling machines series 20, 30, 

400, 1200 and 2000, electric, air or diesel 
driven models. 

 
 
Are produced in accordance to the requirements in and regulations on machinery 
Best. No. 522, which transpose the community legislation on machinery amended by 
Directive 98/37/EEC of the European parliament and of the council of 22nd June1998. 
 
 
 
The following standards  
Applies to the machines:  89/392/1/EEC, 91/368/EEC, 93/44/EEC, 

93/68/EEC, EN 60 204 “Electrical equipment 
of industrial machines”.  

 
 
 
 
 
 
                              Year of CE marking: 1998 
Place                                  Date                                                  
 
 
Signed by:           Tore Dalseide      …………………………………………….. 
Title:                     Director   
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HELPFUL IDENTIFIERS 
 

In addition to information on installation and operation, this instruction 
manual may contain WARNINGS and CAUTIONS pertaining to user safety, 
and NOTES on important, useful operating guidelines. 
 
A WARNING indicates a potentially hazardous situation, which if not 
avoided, could result in death or serious injury.   
 
A CAUTION indicates a potentially hazardous situation which, if not 
avoided may result in minor or major injury.   
 
A NOTE is to alert the operator to important operating information. 
 
ANSI Z535.5-1997 Definitions 

 
IMPORTANT 

 
The safeguards and instructions in this manual cannot cover all possible 
conditions and situations which may occur.  As we cannot control the correct 
mounting, usage and utilization of this product, we cannot be responsible or 
liable for any injuries, damages, losses or costs, which result from using our 
products in any way. 
 
Do not attempt to operate this tool until you have read and understood all 
safety precautions and instructions listed in this manual.  
 
Incorrect operation of this unit can cause serious injury.   
 
Maintain your company’s fire and safety procedures while operating this tool.  



 

    

 

4 
HEAD OFFICE / NORWEGIAN OFFICE : BENELUX OFFICE:   SINGAPORE OFFICE:   USA OFFICE: 
Dalseide Shipping Services AS  Dalseide Shipping Services N.V.  Dalseide Shipping Services Pte Ltd  DSS INC 
N-5397 Bekkjarvik,   Samberstraat 48-50,   9 Pandan Road   2000 Dairy Ashford – Suite 440 
Norway.    B-2060 Antwerp – Belgium  609257 Singapore   Houston,Texas 77077 – USA 
Ph.: +47 56 18 12 00   Ph.: +32 (0) 3227 2096  Ph.:  +65 6262 5226   Ph.: +1 281 668 9330 
Fax.: + 47 56 18 12 01  Fax.: +32 (0) 3227 2097  Fax.: +65 6266 6955   Fax.: +1 281 668 9331 
E-mail: dssas@rustibus.com  E-mail: dssnv@rustibus.com  E-mail: dsspte@rustibus.com  E-mail: dssinc@rustibus.com 
 

  
  

 Rotating equipment may cause serious injury – protect hands, 
feet, eyes and hearing. 

 
 

 The Chain drum is rotating at high RPM, show outmost care when 
connecting cable and when operating machine.  
ALWAYS THINK SAFETY FIRST! 

 

  Debris from scraping action may be scattered. 

 

  Rustibus® de-scaling machine may produce sparks.  

 

  Respiratory protection should be considered depending on 
material being removed. 

 

  Before starting Rustibus® de-scaling machine, ensure that all 
fixing screws, bolts, fittings, chain head/drum are mounted 
correctly and securely tensioned.  For more information, check the 
maintenance section of this manual. 

 

  Never attempt to de-scale an area when its mechanical integrity is 
in doubt, according to ASME/API specifications or other applicable 
codes and standards.   
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  Never install, remove or perform any maintenance on the 
Rustibus® de-scaling machine when the power supply is 
connected or running. 

 
 ALWAYS lift up machine (push down the handle) in order for the 

chain drum to rotate freely when starting the machine. 
 

 Always keep both hands on handles when operating the Rustibus® 
de-scaling machine. 

 

  Never use the Rustibus® de-scaling machine in explosive areas 
due to potential to produce sparks.   

 

  Never operate the Rustibus® de-scaling machine while wearing 
loose hanging chains, hanging ID/security badges or garments 
that may be caught in the rotating parts.   

 

  Never start the Rustibus® de-scaling machine before it’s cables or 
hoses are properly secured and safely located. 

 

  Rustibus® de-scaling machine should be properly maintained and 
stored when not in use to avoid damage to parts.    
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Safety considerations 
 
The machine is intended to be operated by qualified personnel who are familiar with 
relevant safety requirements. Safety equipment necessary for the prevention of 
accidents at the mounting and operation of machine shall be applied at all times.  
 
It is the duty of the safety officers in charge to make sure that all personnel operating 
the machine meet these demands. 
 
The machine operates using electrical power. The transmission of these powers to 
the mechanical drum represents a certain danger and must be maintained 
continuously.  
 

It is advised to wear ear protection when operating machine. 
It is advised to apply an earth breaker device between electrical connection and 
machine to prevent accidents. 
Always make sure the equipment on machine is in good condition. 
Always disconnect the air or power supply when maintaining or working on the 
machine. 
Use only original Rustibus® spare parts on the machine.  

 
Always think safety first when operating machine. 

 

Before starting the operation 
 
Congratulations on your new Rustibus® de-scaling machine. In order to ensure your full 
benefit and safety of operation we recommend you to read this operation manual carefully 
before starting. 
 

(i) Make sure all safety measurements are being considered.  
(ii) Confirm correct voltage before connecting cable to supply. 
(iii) Start and stop the machine and check that rotation is correct according to marking 

on machine. (The direction can be changed by switching two phases) 
(iv) Make sure the cable/air hose is properly connected and safely located for your 

operation. 
(v) Scaling can start. Run machine forward and backward to achieve the best result. 
(vi) Do not run machine over sharp edges, but along these. The chain drum will last 

longer by working the machine with care. 
(vii) If the operations of the machine tend to be too rough, the el. Motor may be 

overloaded and the thermal protection will disconnect power supply. If this occurs, 
wait for three minutes and push “0” button and the “1” button to start again. This 
will reset the thermal relay.  

(viii) Use the Disposable Chain Drum until it is completely destroyed and then replace 
the entire drum with a new one. 
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INSTALLATION AND SETUP 
 
 
 

Rustibus® 1200 Electric 
 
Before you begin. 
 
Step 1: VERIFY THE COMPLETENESS OF YOUR RUSTIBUS® MACHINE. 
   

• Check that all components are included. 
• Check that all components are attached properly and in a proper / safe working order. 

(Check that there are no loose wires, guards or parts on the machine) 
 
Step 2:  ASSOCIATED EQUIPMENT. 

 
• Ensure that you have the correct cable and plugs to correspond with the voltage of the 

machine and the power source you are using. 
• We recommend the use of an Earth Breaker device to ensure full safety for the operators.  

 
Step 3: BEFORE COMMENCING THE OPERATION. 
  

• Locate the section to be cleaned / de-scaled and determine if the area needs to be cleaned. 
Excessive grease, dirt and other hazardous material may need to be cleaned from the surface 
area before operation of the Rustibus® machine.  

•  The Chain drum is rotating at high RPM, show outmost care when connecting 
cable and when operating machine. ALWAYS THINK SAFETY FIRST! 

• Connect your machine to its power source. 
• Make sure the cable is properly connected and safely located for your operation. 
• ALWAYS lift up machine (push down the handle) in order for the chain head to rotate freely 

when starting the machine. 
• Start and Stop the machine and check that rotation is correct according to marking on 

machine. 
 
Step 4: OPERATION OF RUSTIBUS® MACHINE. 
 

• For the best results from your Rustibus machine you should run the machine forward and 
backward over the area until appropriate result is achieved  

• Do not run the machine over sharp edges, but along them. Your machine will 
last longer if operated with care. 

 
Step 5:  MAINTENANCE OF RUSTIBUS® MACHINE. 
 

• ALWAYS stop the machine and disconnect it from its power source before carrying out any 
maintenance on the machine. 

• Use the Disposable Chain Drum until it is completely destroyed and then replace the entire 
drum with a new one. 
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Rustibus® 1200 Protection Screen. 

Your Rustibus® 1200 machine is fitted with a screen.  
This screen offers the operator greater protection; decreases   the
spreading of waste and debris and increases the efficiency of the vacuum
system when used on the machine. 
 
The screen is held in place at three points (marked A – B – C) and swings
open to allow access. When replacing the chain drum or wire brush, it is
only necessary to remove bolts A & B. As bolt C functions as the hinge and
therefore does not need removal. 
 

A. 
B. 

C. 
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Setup 

Pull out the handle (1) and secure the two locking bolts (2). 

Secure the electric cable with the two strips (3). 
The entire handle can be adjusted to fit various positions (4),  
depending on users requirements for comfort or operation area. 
 

 

 

 

 

 

 

1

1

2

3

4
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General maintenance 
 
The Rustibus® machines are simple to use and simple to operate. When being well 
maintained a machine can be of operational standard for many years. 
The Rustibus® 1200 series is easy to maintain.  
 
 
 
  
(120-0132)  
Cable for 220V single phase machines 
 
(120-0133)  
Cable & plugs used for 220V single phase 
machines 

 

  

 
 
 
 
 
 
When a new Rustibus® machine is delivered from Dalseide Shipping Services, it is clearly 
marked which power supply it is intended for. 
 
 
 
 
 

 

Motor circuit breaker - Starter system 
 
The starter system in the starter box on 
the Rustibus® 1200 is preinstalled for 
the specific voltage upon delivery. If the 
voltage is to be changed on the 
machine, the starter system must be 
replaced accordingly. 
 
 

Part number: Circuit breaker 120-0103  
Voltage trip: 120-0116 
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Replacing the chain drum 
 
The rotation unit of the Rustibus® 1200 is made of a disposable chain drum system 
that does not require any spares replacement or repairs. Use the Disposable Chain 
Drum until they are completely destroyed and then replace the entire drum with a 
new one. If one of the pins on the Disposable Chain Drums should brake, it might 
create an unbalance in the rotation. To calibrate/repair the balance, the pin opposite 
to the broken one should be removed 
 
To use the Disposable Chain Drums, an adapter is required (Fig. 2). This is mounted 
on the shaft of the electro motor.  When replacing Chain Drums check and 
tighten bolts on adaptor. (Fig. 5) 
Disposable Chain Drums are delivered with 8 mm chain links. 
 
 
 
 
 
 
 
 
 
 
 
 
  Fig. 1 Disposable chain drum        Fig. 2 Adapter-1200 

 
 
 
 
 
 
 
 
 
 
 
 

Fig. 3 Disposable Chain Drum, Adapter-1200,             Fig. 4 Chain Drum & Adapter mounted 
on shaft Washer+Bolt 

 
 
 
 
 
 
 
 

  

 

 
 
 
ITEM NUMBERS: 
120-0154 WASHER + BOLT FOR ADAPTOR 
120-0156 DISPOSABLE HEAD 
120-0157 ADAPTER 
120-0158 WIRE BRUSH 
120-0151 HEAVY DUTY WIRE BRUSH 
 

Fig.5 
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120-0012 

 
 
 
 
 
120-0011 

120-0107 120-0021 (220V SINGLE (1) PHASE) 

Spare part guide – Rustibus® 120- 2000. 

120-0013 

  

120-0116 
 
120-0156 
 
120-0157 
 
120-0103 

 
120-0142 
120-0143 
 
120-0090 
 
120-0082 
120-0083  
 

120-0151 
120-0158 
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Additional Features & Attachments 
 

Rustibus® 1200 Vacuum System. 

 

 

 

 
 

 

Water Nozzle System: 120-0062 

In order to reduce spark generation caused by the chain links 

hitting the steel surface, a water spraying system can be installed 
in front of the machine which sprays the surface wet before  
going over with the chains links. 
 

Spare part list – Rustibus® 120 - 2000  
 
PARTS FOR RUSTIBUS® 1200 UNIT 
120-0011 FOUNDATION 1200 PCS 
120-0012 PLASTIC COVERS FOR HANDLE SET 
120-0013 HANDLE 1200 PCS 
120-0021 ELECTRO MOTOR  220V- 60 Hz  (SINGLE PHASE) PCS 
120-0025 START CAPACITOR 220V – 60Hz PCS 
120-0061 DUST CAP FOR VACUUM SOCKET PCS 
120-0062 WATER NOZZLE SYSTEM PCS 
120-0082 MALE WALL MOUNTED PLUG (SINGLE PHASE) On machine PCS 
120-0083 FEMALE WALL MOUNTED PLUG (SINGLE PHASE) PCS 
120-0090 WHEEL - 2 PCS SET 
120-0103 CIRCUIT BREAKER SINGLE PHASE 220V  PCS 
120-0107 STARTER COMPLETE - 220V - 60HZ PCS 
120-0116 VOLTAGE TRIP 220v – 60Hz PCS 
120-0132 CABLE, 50M 2X1,5MM2 + E (SINGLE PHASE) PCS 
120-0133 EXTRA CABLE INCL. PLUGS 2X1,5MM2 + E (SINGLE PHASE) PCS 
120-0142 MALE PLUG, SINGLE PHASE PCS 
120-0143 FEMALE PLUG, SINGLE PHASE PCS 
120-0154 WASHER + BOLT PCS 
120-0156 DISPOSABLE CHAIN DRUM  PCS 
120-0157 ADAPTER  PCS 
120-0158 WIRE BRUSH  PCS 
120-0151 HEAVY DUTY WIRE BRUSH PCS 
120-1100 STARTER BOX ( EMPTY ) PCS 
   

The Rustibus® 1200 machine is the newest
model in the Rustibus® range. This new
machine features a newly modelled vacuum
system attachment. It is built right into the very
foundation of the machine itself. Its vacuum
port has been designed to be easy to use and
not get in the way or hinder the operation of
the machine. You simply plug your vacuum
hose directly on to the machines vacuum port.
It could not be easier than that! 

Inlet

Outlet
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Rustibus® 1200 models available 
 
 120-1000  Rustibus® 1200, Complete 

   3X220/380/440V - 50/60 Hz 
   50 M Cable 3 X 2,5 + E 
    
 
 
 

 

 120-2000  Rustibus® 1200, Complete 
                                          Single Phase – 220V-60 
   Incl.  50 M Cable 3 X 1,5 + E 
    
 
 
 

 

 120-3000  Rustibus® 1200-Air, Complete 
   W/Air filter-Lubricator & Regulator 
   

 

   

 120-5000  Rustibus® 1200, Complete 
   Single Phase-110V – 60Hz 
   Incl.  50 M Cable 2 X 2,5 + E 
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Rustibus® 400 Electric Rustibus® 400 Air driven 

 

  

Rustibus® 2000 series Rustibus® 30 Air driven 

  

Rustibus® Air Pro. Rustibus® Magno Roller 

  
 

Please contact a Dalseide Shipping Services office for further 
details on above de-scaling machines. 
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RUSTIBUS® MACHINE WARRANTY/REPLACEMENT PLAN 
 
DALSEIDE SHIPPING SERVICES WILL REPLACE OR REPAIR ANY 
TOOL OR COMPONENT THAT FAILS DUE TO DEFECTS IN 
MATERIAL OR WORKMANSHIP FOR A PERIOD OF ONE (1) YEAR (12 
MONTHS) FROM THE DATE OF SHIPMENT OF THIS PRODUCT 
FROM OUR FACILITY.  A WARRANTY CLAIM WILL NOT BE 
HONOURED IF DEFECTS ARE NOT REPORTED WITHIN THE 
WARRANTY PERIOD, OR IF DALSEIDE SHIPPING SERVICES 
DETERMINES THAT DEFECTS OR DAMAGES ARE DUE TO NORMAL 
WEAR, MISAPPLICATION, LACK OF MAINTENANCE, ABUSE, 
IMPROPER INSTALLATION, ALTERATION, OR ABNORMAL 
CONDITIONS.   

 
 

Dalseide Shipping Services will always seek to improve the Rustibus® machines design 
specifications and production. Therefore, alterations may take place at any time. While every effort 
is made to produce up-to-date literature, the descriptions, specifications, illustrations and 
photographs in this manual should not be regarded as the definitive guide to current specifications; 
though all manuals are considered concise at the time of their production. 


